
These wiring diagrams andschematics are intended for use by trained and qualifiedelectrical service technicianswho are working in a properlyequipped service environment. Familiarity with the propermethod of using tools,measuring equipment andservice procedures is                essential to performingsuccessful troubleshooting andrepair of this equipment.

Only qualified electrical technicians should attempt to service thisequipment. 
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Safety Alert Symbols

The safety alert symbol (     ) is used to 
identify hazards that can result in personal
injury. A signal word (DANGER,
WARNING or CAUTION) is used with
the alert symbol to indicate the potential
severity of injury. In addition, a hazard
symbol may be used to represent the
type of hazard.

DANGER: Indicates a hazard
which, if not avoided will
result in death or serious 
injury.

WARNING: Indicated a hazard 
which, if not avoided could 
result in death or serious 
injury.

CAUTION: Indicates a hazard 
which, if not avoided might 
result in death or serious 
injury.

HAZARD SYMBOLS AND MEANINGS
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Explosion Fire

       
Entanglement

Shock

Disconnect
Spark Plug

WARNING

Accidental starting of the unit
may cause entanglement or
electrocution.

Where applicable, disconnect the
negative (-) battery terminal.
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Disconnect the spark plug wire.
Remove the control panel fuse
when available.
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